SAMSTAR OD/ID GRINDER MODEL ME1432B

CAPACITY:
- MAX. WORKPIECE DIAMETER: 12"
- MAX. DISTANCE BETWEEN CENTERS: 60"
- I.D GRINDING DIAMETER: .5-5"
- MAX. LOAD BETWEEN CENTERS: 330 LBS.

WHEELHEAD:
- SWIVEL ANGLE: +/- 30 DEGREES
- SPINDLE SPEED: APPROXIMATELY 1740 RPM
- WHEEL SIZE: 2" X 8" X 16"
- HAND FEED, ONE DIVISION: 0.0001(fine) 0.0004(coarse)
- HANDWHEEL ONE REVOLUTION: 0.02"(fine) 0.08 (coarse)
- MOTOR POWER: 5HP

WORKHEAD:
- SWIVEL ANGLE OF WORKHEAD: 90 degrees
- SPINDLE SPEED: 35, 70, 140, 280 RPM
- MOTOR POWER: .75 KW

TABLE:
- SWIVEL ANGLE TABLE: +3 -6 degrees (40")
- AUTOMATIC FEED SPEED: 0.3 - 13 ft. /min
MISC.:  
TOTAL HP OF MACHINE: 7.5 KW (10HP)  
WEIGHT: 7500 LBS.  
MACHINE DIMENSION: 130"X76"X65"(40")

STANDARD ACCESSORIES:
- OPEN TWO-POINT STEADY REST
- CLOSED THREE-POINT STEADY REST
- COOLANT TANK
- EXTRA MOTOR PULLY FOR HIGHER RPM 5 ½" DIA
- INTERNAL GRINDING SPINDLE
- WHEEL BALANCING ARBOR
- STANDARD WHEEL DRESSER
- 13 PC LEVELLING PADS
- 3 JAW CHUCK
- DRIVING DOGS
- WHEEL HUB

** WE RESERVE THE RIGHT TO CHANGE DESIGN, COLOR, SPECIFICATIONS, OR PRICE WITHOUT NOTICE **